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T-491 AW

Product Description

AB Thermal is Double Sided Pure Aluminium Bonded to 4mm Polyethylene Foam and
Reinforced by Alayer of Polyethylene Woven Fabric.

Product Specification

B THERMAL

Description |[Test Method| Unit Value
Width mm 1200+5
Length m 25+0.5
Grammage g/m? 330+-5
Thickness mm 4+-0,1
Roll Weight kg 9.9+-0.2

In House (MD) >520

Tensile Strength N/50mm
(CD) > 460
. (MD) > 20

Elongation %

(CD) > 15

(MD) > 40
Tearing Strength N

(CD) >30
Reflectivity % >95

1-891 AW

Product Description

AB Thermal is Double Sided Pure Aluminium Bonded to 8mm Polyethylene Foam and
Reinforced by Alayer of Polyethylene Woven Fabric.

Product Specification -

| Description |Test Method| Unit | Value
Width mm 1200+5
Length m 25+0.5
Grammage g/m? 405 +-5
Thickness mm 8+-0.1
Roll Weight kg 12.15+-0.2
In House (MD) > 540
Tensile Strength N/50mm
(CD) > 480
(MD) > 25
Elongation %
(CD) >20
(MD) > 50
Tearing Strength N
(CD) >40
Reflectivity % >95




B BUBBLE WOVEN

BA411AW

Product Specification

AB Bubble Woven is Double Sided Pure Aluminium Bonded to 4mm Polyethylene
Bubble Sheet and Reinforced by Alayer of Polyethylene Woven Fabric.

Product Specification

Description [Test Method| Unit Value
Width mm 1200+5
Length m 25+0.5
Grammage g/m? 270+-5
Thickness mm 4+-0.1
Roll Weight kg 8.1+-0.2

) In House (MD) > 450
Tensile Strength N/50mm
(CD) > 400
) (MD) > 40
Elongation %
(cp)>30
(MD) > 60
Tearing Strength N
(CD) >50
Reflectivity % >95

B811AW

Product Description
AB Bubble Woven is Double Sided Pure Aluminium Bonded to 8mr
Bubble Sheet and Reinforced by Alayer of Polyethylene Woven Fabric
Product Specification

Description | Test Method | Unit | Value
Width mm 1200+5

Length m 25+0.5
Grammage g/m? 410+-5
Thickness mm 8+-0.1
Roll Weight kg 12.3+-0.2
In House (MD) > 470
Tensile Strength N/50mm
(CD) >420
(MD) > 45
Elongation %
(CD) >35
(MD) > 60
Tearing Strength N
(CD) >50

Reflectivity % >95




Product Description
AB Woven is Single Sided Pure Aluminium Bonded to Polyethylene Woven Fabric.
Product Specification

B WOVEN
AW 688 5/35

Description |Test Method| Unit | Value
Width mm 1200+5
Length m 50+0.5
Grammage g/m? 105 +-5
Thickness mm  ]0.135+-0.01
Roll Weight kg 6.3+-0.2
Reflectivity % >95

In House
y (MD) > 450
Tensile Strength N/50mm
(CD) > 400
) (MD) > 30
Elongation %
(CD) >20
_ (MD) > 60
Tearing Strength N
(CD) >50
Reflectivity % >95

AW 699 D/S

Product Description
AB Woven is Double Sided Pure Aluminium Bonde,gi: to Polyethylene Woven Fabric.
Product Specification

-

Description | Test Method| Unit | Value
Width mm 1200+5
Length m 50+0.5
Grammage g/m? 140 +-5
Thickness mm  |0.145+ -0.01 -
Roll Weight kg 8.4+-0.2
Reflectivity % >95

In House
. (MD) > 500
Tensile Strength N/50mm
(CD) >450
) (MD) > 35
Elongation %
(CD) >25
: (MD) > 65
Tearing Strength N
(CD) »55
Reflectivity % >95
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