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GALVANIZED ROOFMESH

Safety: Closing machines, fans, roofs, etc.

Durable: galvanized wire that provides power and
protection against rust

Practical: Easy to use, easy to cut and stretched.

Save: With a width of 1.8 m and a length of 30 m.

AB Mesh Roofmesh are:

AB Mesh Roofmesh are:

AB Mesh Roofmesh useful for:

High quality  wiremesh  with  spacing 75 mm x 75 mm and 
processed through hot dipped galvanized. Produce 
wiremesh High quality and resistant to rust.

Wire netting is manufactured by machines controlled by

Produce wiremesh products are guaranteed strength and 
maximum durability as well as having the form of fixed nets
and precise.

Electronic system using modern control.
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Versatile: As Glasswool / Rockwool & Aluminum foil barrier 
in roof of  the building both factories, warehouses and 
homes, etc..



AB

AB Insulation / Roofmesh

AB Insulation

AB Partition, Corral, Rack, Coop

Partition Wall, Trellis, Fence, Rack

AB Insulation / Roofmesh
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Glasswool

Available in Rolls and Sheets

Density
Thickness

3 3 3: 16 kg/m , 24 kg/m , 32 , 48 kg/m
: 25mm (1 inch) dan 50mm (2 inch)

3 kg/m

Aluminium Foil

Available in single side and double side:

Type
Size

: 710 S/S, 711 S/S, 720 D/S, 721 D/S, 631 D/S FR
: 1,25 M x 60 M

Also Available products :

( m )( mm )
Mesh

( mm )

ROCKWOOL
Available :

Type  : Plain Blanket, WireMesh, Rigit Board, Pipe

Density
3 : 60 - 100 (Blanket, WireMesh, Board), kg/m

      3120 (for Pipe) kg/m

Thickness  : 25 - 50 mm

Width / Length : 600 x 5000 mm (Blanket, WireMesh)
   600 x 1200 mm (Rigit Board)
   1000 mm (Pipe)


